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Electrical Characteristics

Rated Max . . .
Interrupting Max Voltage Nominal Melting
Part Number Current Voltage " 2R
- (A) Rating(V) Ratlng Drop (mV) " (A seC)

JFG5TO100N/L | 0.100 7000 | 0.0005
JFG5TO125NL | 0125 5000  0.0008
JFG5TO160NL | 0.160 4300 | 0.002
JFG5TO200NL | 0.200 | 3500 | 0.009
JFG5TO250NL | 0.250 . 2800 | 0.01
JFG5TO315N/L | 0315 2500 | 0.06
JFG5TO400NLL = 0.400 | 2000 | 01
JFG5TOS00N/L = 0.500 . 1800 | 02
JFG5TO630N/L | 0.630 1500 0.3
JFG5TO750N/L  0.750 .~ 1400 | 03
JFG5TO80ON/L | 0.800 1900A@250V. 4200 04
JFGSTMOONL | 1.00 100 06
JFGST1125NL | 125 .~ 80 | 08
JFG5T1150NL | 1.50 ~e00 10
JFG5T1160NL 160 . e00 | 12
JFG5T1200NL 200 | .~ 500 | 3.4
JFG5T1250N/L 2.50 o280V 400 72
JFG5T1300NL = 3.00 | 30 | 85
JFG5T1315NL | 315 350 92
JFG5T1350N/L | 350 350 92
JFG5T1400NLL = 4.00 | . 300 | 14
JFG5T1500NL | 500 250 25
JFG5T1600NL  6.00 | . 250 | 55
JFG5T1630N/L 630 200 | 64
JFG5T1700NL | 7.00 200 | 81
JFG5T1800N/L 800 . 200 | 96
JFGST2100NL  10.00 200 = 106
JFG5T2120NL | 120 180 | 125
JFGST2125NIL 125 . 180 | 135
JFGST2150NL 150 - 500A@250V 160 160
JFG5T2160N/L | 160 160 170
JFG5T2200NL 200 150 200
JFG5T2250N/L | 250 - 300A@250V | 120 240
JFG5T2300NL 300 | . 100 300
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